)

60 SY PCC/ASPHALT PAVEMENT REM

) FEE——

60 SY 18" SUBGRADE PREP
60 SY 6" AGGREGATE BASE
60 SY 8" PCC PAVEMENT INS
40 LF C&G (TAN) TYPE AR&R

E 54 SY PCC/ASPHALT PAVEMENT REM
= 54 SY 12" SUBGRADE PREP
= 54 SY 6" AGGREGATE BASE
n 54 SY 8" PCC PAVEMENT INS
==
E . f » L
Unit Quantity m
SY 372
F 50 1) THE CONTRACTOR SHALL BE RESPONSIBLE FOR L4 ¢ § KPP
oY 20 COMMUNICATING CHANGES IN TRAFFIC CONTROL } ‘r
o 30 AND ACCESS TO THE HOMEOWNERS.
g;l 132 2) JOINT LAYOUT: PANELS SHALL BE AS CLOSE TO b e f 3
Sy 196 "SQUARE" AS POSSIBLE WITHOUT EXCEEDING 12 {
o 372 FT X 12 FT. A TRANSVERSE JOINT SHALL BE v
0F 3860 CAUSED TO PASS THROUGH VALVE BOXES OR 1
o 176 MANHOLES IN THE REPLACED SECTIONS.
SY 191 3) COLLARS WILL NOT BE REQUIRED ON VALVE BOXES -
LF 50 AND MANHOLES INTERSECTED BY A TRANSVERSE ¢
EA L JOINT. ¢ #,J%Z
SY 100 W
B
ALTERNATE 2 - Fire Station Training Center Unit Quantity - .jf “'!f
1020.01 Mobilization s 1 { A
1020.02 Contract Bonds LS 1 ,l w’ . ]
1020.03 Force Account LS 1] ‘E |
1500.11 Construction Stormwater Management LS 1 1 > ’
1510.01 Traffic Control/Construction Signing LS 1] . ok
2075.01 Removal of Existing Asphalt Pavement SY 162 . r
2075.02 Removal of PCC Pavement sy 1 FiNy |
\SE 2210.01 Uncl. Excavation Above Subgrade CcY 40 ﬁ. &
2210.04 Surplus Material Disposal CY 40 » 3
2210.0718 18" Paved Road Subgrade Processing sy 162 v
2210.0818 18" Subgrade Processing for Patch SY 11
2231.0106 6" Aggregate Base SY 173
2512.0206 6" Asphaltic Concrete Patch SY 13
2520.0108 8" Portland Cement Concrete Paving SY 162
2520.0208 8" Portland Cement Concrete Patch SY 11
2895.02 Install Geogrid SY 160}

"1" L

L T R
= MR

FIRE STATION TRAINING CENTER

ALTERNATE 2

--“hH‘

WASHED OUT AREAS ALONG FENCE;
| INCIDENTAL TO AGGREGATE BASE INSTALL.

DOWELS AND TIE BAR WILL BE USED TO N

COMPACT AGGREGATE BASE INTO \

L

ENGINEER TO DETERMINE IF F—~

TIE TO EXISTING CONCRETE.

{l.

11 SY PCC PAVEMENT REM
11 SY 18" SUBGRADE PREP
11 SY 6" AGGREGATE BASE §

18Y8" PCC PAVEMENT INS
{
T
Y
H l 162 SY ASPHALT PAVEMENT REM
'b‘* 162 SY 18" SUBGRADE PREP
'. i 162 SY 6" AGGREGATE BASE
¥ 162 SY 8" PCC PAVEMENT INS
13 SY AC PATCH INS

| PLANTER SHALL NOT

LARCH STREET

SCALE BAR

1" = 50

A ANYTNYNA FYIYATMHN

L et ek ot 4

N S A T Z2NYTYT2A TP IT - A N TYTNY

SCALE BAR

17 = 30"




